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Abstract—Solar photovoltaic (PV) renewable energy systems
are undergoing major technological developments and large-
scale field deployment and electric grid integration. This paper
proposes a method of expanding the capacity of an existing
irrigation farm with additional pumps powered by solar PV. The
system includes PV arrays and battery energy storage connected
to a common dc bus, which energizes an array of variable
speed inverter driven pumps. Capacity modulation is achieved
by energizing an optimal number of pumps required in order to
meet a particular load demand with minimum supply energy. A
grid connection to the dc bus of the power electronic system is
established via a bidirectional converter, such that active and
reactive power demands can be both serviced. The controls
and the steady-state and transient performance of the system
are implemented and simulated with the PSCADTM /EMTDCTM
software.
Keywords – Renewable energy, photovoltaics, PV, PV
power system, variable speed pump, irrigation farm, capacity
modulation, energy storage, battery, dc bus voltage support,
PSCADTM /EMTDCTM .
I. INTRODUCTION
Pumping systems are employed for fluid distribution in
both large-scale and small-scale farm irrigation establishments.
Companies including World Water & Solar Technologies Corp.
have recently invested in the development of such multi-
MW photovoltaic (PV) installations. The renewable energy
generated locally reduces the electric load requirements for the
power grid. Since the amount of water required by agricultural
crops varies depending on the season of the year, where sum-
mer sees the largest requirement, irrigation pumping systems
are rarely operated at full capacity making them require a
control method that ensures effective power supply for all load
requirements.
Recent work on the topic of solar photovoltaics includes
maximum power point tracking (MPPT) techniques [1–7] and
applications in pumping [8–12]. Some authors focus on battery
energy storage system (BESS) models and applications in solar
PV power [13–15], while others discuss effective means of
controlling converters for connected pumps [16, 17].
This paper concentrates on the use of energy from solar
PV for expanding the capacity of a fixed speed multi-MW
grid connected irrigation pumping farm. The system proposed
to be used for this purpose includes multiple variable speed
permanent magnet motor driven pumps connected through
individual inverters to a dc bus powered from an array of PV
panels. A buck converter is employed for MPPT, and the BESS
is also connected to the dc bus through a buck-boost converter.
Capacity modulation is achieved by selecting and operating
the optimal combination of fixed and variable speed pumps in
order to meet a particular load for the given configuration of
the irrigation channels. In such a combination, it is expected
that some of the variable speed pumps may operate at partial
load.
The PV array serves as the primary source of power for the
pumps, while the BESS is used in order to regulate the DC
link voltage and thus balance the power differences between
the pump demands and PV input. In case of unavailability
of the battery due to state of charge (SOC) constraints, a
connection to the grid is established via a bi-directional DC-
AC converter. In addition, reactive power transfer to the grid
is possible under operating conditions, which otherwise lead
to partial load operation of the grid side converter.
Section II describes the configuration of the battery in-
tergated PV based irrigation system, its operating modes
and sub-components, while the ratings of the system and
control strategies employed are dealt with in Section III.
Simulation results for different operating conditions using
PSCADTM /EMTDCTM are presented in Section IV, and the
paper concludes in Section V.
II. SYSTEM CONFIGURATION
The proposed system encompasses fixed speed pumps pow-
ered by grid connected induction motors (Fig. 1). Capacity
expansion is achieved by the addition of variable speed pumps
capable of being energized by a combination of the PV array,
BESS, and the grid. The pumping system draws power from
the sources depending on the availability of solar PV, and three
modes of operation may be identified as below:
Mode 1: When the PV array is producing the exact amount
of power required to energize the connected pumps at required
speeds, the BESS and the grid are isolated from the DC link
Mode 2: When there is a power imbalance between the
PV and the connected pumps, the system BESS charges or
discharges to ensure operation of the PV at MPPT condition
and pumps are operated at the required load
Mode 3: When BESS is unavailable to regulate power
imbalance between PV and pumps due to SOC constraints,
grid connection is established.
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Fig. 1. Schematic overview for the expansion of an existing grid-connected
irrigation pumping system with the addition of solar PV, battery, and PMSM
inverter driven pumps for capacity modulation.
It is worth mentioning that the grid side inverter can be used
during modes 1 and 2, which require it to interface a small
amount of active power, to also supply reactive power to the
grid. The reactive power capability of the inverter is,
Q =
√
S2 − P 2. (1)
Where, Q is the reactive power that can be supplied, P, the
active power being supplied and S, the VA rating of the
inverter. When the active power handled by the inverter is
smaller than its VA rating, reactive power can be supplied.
Another noteworthy operating mode is use of the battery for
grid frequency regulation, when the system is in its operating
mode 1.
A. PV Array
The PV cell model incorporated in PSCADTM /EMTDCTM
is based on the Norton equivalent electrical circuit, which
consists of a current source connected in parallel to a diode
with output through shunt and series resistances. The output
current (i) of the PV array is given as,
i = ig − io[e(
V +iRsr
nKTc/q ) − 1]−
(
V + iRsr
Rsh
)
, (2)
where, ig represents the component of cell current due to pho-
tons; io, the saturation current; K, the Boltzmann constant (K
= 1.38 10−23j/K); q, the electron charge (q = 1.6x10−19C);
V, the output voltage; Tc, the cell temperature; Rsh, the shunt
resistance and Rsr, the series resistance.
In (2), the photo-current ig depends on the amount of solar
irradiance falling on the PV cell and cell temperature. The
photo-current relationship with solar irradiance (G) and cell
temperature (Tc) is given as,
ig = iscR
G
GR
[1 + αT (Tc − TcR)], (3)
where, iscR is the short circuit current at the reference solar
radiation GR and the reference cell temperature TcR. αT
represents the temperature coefficient of the photo-current,
Fig. 2. Solar cell equivalent electrical circuit.
TABLE I
PV CELL AND MODULE SPECIFICATIONS
Parameters Value
Cell open circuit voltage(V) 1.17
Cell short circuit current (A) 4.01
Cell saturation current (kA) 1e-12
Temperature coefficient of ig 0.001
Series resistance per cell (Ω) 0.02
Shunt resistance per cell (Ω) 1000
Module open circuit voltage(V) 46.75
Module short circuit current(A) 9.02
Voltage at MPP (V) 37.40
Current at MPP (A) 8.50
Maximum power(W) 316.50
which is usually 0.0017A/K for silicon solar cells. At stan-
dard test conditions (STC) the reference irradiance is given
as 1000W/m2 at 25oC temperature. Another standard test
condition is the photovoltaic for utility scale application test
condition (PTC) where the reference irradiance is given as
1000W/m2 at 20oC temperature.
The saturation current, io in (2) also known as the “dark-
current” is a function of the cell temperature and the relation-
ship is given by,
io = ioR
(
T 3c
T 3cR
)
exp
[(
1
TcR
− 1
Tc
)
qeg
nk
]
. (4)
Where, ioR is the saturation current at the reference tempera-
ture, eg is the band gap energy of the solar cell material and
n is the diode ideal factor, typically 1.3 for silicon solar cells.
In order to meet power electronics conditioning require-
ments, PV modules are typically connected in series. In the
system under study, the PV array is made up of 40 PV
modules connected in series and 80 module strings in parallel.
Each PV module is developed based on manufacturers’ data
to have an open circuit voltage of 46.75V and short circuit
current of 9.02A. At 1000W/m2 solar irradiance and 25oC cell
temperature the PV cell and module specifications are given
in Table I.
B. BESS
In this design, the BESS is used to correct the power
imbalance between the PV and the connected pumps as well
as maintain the dc link voltage at reference value. When the
amount of power required by the connected pumps is above the
power from PV array, the inverter control reaches an unstable
condition if BESS and grid are absent, since the commanded
value of the torque producing motor current i.e. the q-axis
reference current component (i∗q) is made to increase by the
speed controller, in some cases of imbalance till the dc bus
voltage falls to zero. With the presence of the BESS, the dc
bus voltage can be maintained at the reference value of 1kV
by supplying either the power deficit or drawing excess power
from the PV via its DC-DC converter.
For this study, a basic model was employed for the output
voltage of the battery. The output voltage of the battery model
used in PSCAD is described as,
E = E0 −K.
1
SOC
+A.e−B.Q(1−SOC). (5)
where, E is no-load voltage, E0 is battery constant voltage, K
is polarization voltage, Q is battery capacity, A is exponential
zone amplitude, B is exponential zone time constant inverse
and SOC is the battery state of charge. This model neglects
factors such as temperature, self-discharge, charge and dis-
charge history, which may be considered based on the specific
published work of other researches [18, 19].
C. Pump System
In this design, the induction motor pumps directly connected
to the grid represent the existing pumping system used to meet
the base load while the PMSM driven pumps with variable
speed control, energized by the PV system are the pumps used
for expanding the capacity of the irrigation farm. Each PMSM
is rated for 0.25MW, 0.69kV at 60Hz and modeled such that
the per unit load torque is the square of the per unit operating
speed so it represents a pump. The voltage equations for the
main stator windings of the machine in the dq0 reference frame
is given as follows,
d
dt
id =
1
Ld
vd −
R
Ld
id +
Lq
Ld
pωmiq, (6)
d
dt
iq =
1
Lq
vq −
R
Lq
iq −
Ld
Lq
pωmid −
λpωm
Lq
, (7)
Te =
3
2
p [λiq + (Ld − Lq)idiq] . (8)
where id and iq represent the q and d axis currents, Lq and
Ld represents d and q axis inductances, Vq and Vd represents
d and q axis voltages, λ induced flux amplitude, R the stator
windings resistance, ωm is the angular velocity of the rotor,
and p is the number of pole pairs. The group of inverter-
driven variable speed pumps may also be replaced, in principle
and depending of the irrigation field design, by a single and
larger pump. In this case, the capacity modulation would still
be possible through wide variations of the pump speed, but
such a design maybe limited by the availability of large rating
components and by the low efficiency at reduced load
III. SYSTEM RATINGS AND CONTROL
This system proposes a method for 100% capacity expan-
sion of an irrigation farm pumping system. It is common to
use multiple pumps in large farm irrigation pumping system
for reachability, multiple access points to underground water,
reliability and ease of maintenance. Also, a complex layout
(a)
(b)
Fig. 3. (a) BESS connected to the dc bus through a DC-DC converter, where
the switch S1 is used in order to regulate the charging current and the switch
S2 controls the discharge current, (b) BESS converter control for allowing
the battery to supply the current required in order to keep dc link voltage at
the reference value.
is required in order to design a single high rated pump with
a flat efficiency over all speeds. Multiple inverters are used
to achieve independent control of each pumps using a rotor
positioning device embedded in the PMSM. The connected
pumps are rated for 0.25MW each with 0.69kV rated line
to line voltage (VLL). The minimum dc link voltage (Vdc) is
calculated using,
Vdc =
3
√
2
π
VLL = 1.351 ∗ 690V = 932.19V. (9)
Thus, the system is designed with a dc link reference of
1kV. An increase solar irradiance leads to higher output
current of a PV module while increasing cell temperature
decreases its output voltage. The maximum available power of
a PV depends on its electrical properties and the atmospheric
condition at the installation location while the operating point
depends on the load connected to it. In order to ensure that
the system PV array is constantly operating at its maximum
power point (MPP), a buck converter is used to vary the
magnitude of the impedance seen by the PV. In this design, the
PSCADTM /EMTDCTM MPPT block, based on the incremen-
tal conductance method, is used to determine the voltage that
corresponds to the MPP voltage (Vmppt) and a PI controller
is used to regulate the duty cycle of the converter switch so
that the PV output voltage is equal to Vmppt.
The entire PV array is connected to the dc bus through
a single buck converter and a uniform level of irradiance is
assumed for all PV modules. More effective MPPT may be
Fig. 4. Vector control of PMSM. The angle θ used in the transformations is
derived from a rotor position encoder. The d-axis current is maintained as zero
as required for maximum torque per ampere of surface mounted PMSMs.
achieved by dividing the PV array into multiple sections with
individual DC-DC converter connected in parallel [20].
The battery bank is connected to the dc bus through a half-
bridge bidirectional DC-DC converter, shown in Fig. 3a, which
can either be operated as a boost converter to discharge the
battery when the power from the solar system is insufficient
and the battery SOC is above the minimum or operated as a
buck converter to charge the battery when the power from is
in excess of that required. Regulation of the DC bus voltage
helps to achieve these control objectives, as a fluctuating value
indicates power imbalance.
The BESS control circuit compares the dc link voltage (Vdc)
to the reference bus voltage (V ∗ref ), and the difference is fed
into a PI controller used to determine the duty cycle (D)
required to maintain Vdc at reference value. The duty cycle
is then compared with a high frequency triangular signal to
provide corresponding switching pulses (Fig. 3b). The SOC
and bus voltage control block is used to determine when the
battery charges or discarge. If Vdc is greater than V ∗ref while
the battery is SOC is less than maximum , chrg is one, switch
S1 is enabled with the gating pulses and S2 is zero. If Vdc is
less than V ∗ref while the battery is SOC is above the minimum,
dischrg is one, switch S2 is enabled with the gating pulses
and S1 is zero
The PMSM driven pumps are connected to the dc bus
through a two level voltage source inverter (VSI) operating
in speed control mode. The measured 3-phase pump currents
(i∗abc) are resolved along a rotor d-axis oriented reference
frame using the rotor position (θ) for transformations. The
component in phase with the permanent magnet flux, i.e. i∗d is
maintained at zero to ensure maximum torque over all speed
while the component in quadrature, i∗q , is generated from an
outer speed loop. Commanded and actual current components
are compared to produce the corresponding modulating signal
and in this study, sine-triangle PWM is used to produce the
gating signals for the inverter switches (Fig. 4).
The grid connected bidirectional inverter supplies the pump
load by regulation of the dc bus voltage when the battery is
unavailable due to SOC constraints. The decoupled control of
Fig. 5. Example implementation of capacity modulation control in which only
the minimum number of pumps required to meet a given load are energized.
The pumps may either be operated at full or partial load, depending on the
load demand thereby allowing fine capacity modulation.
grid active and reactive power is achieved by the use of a
reference frame oriented along the grid voltage. The position
information required for the transformations is obtained by the
use of a phase locked loop (PLL).
When the battery SOC is below the minimum and the dc
link voltage is below the set value, the breaker is closed and
the grid connected inverter draws the required real power from
the grid to return the bus voltage to its reference. In case excess
power is available from the PV system and the battery SOC is
above its maximum, the dc bus voltage exceeds its set value
and the grid draws the real power required to maintain the dc
link voltage at the reference. The grid connected inverter can
also be used to supply reactive power to the grid when the PV
array is completely shaded and the connected pumps are not
being operated.
The amount of water required in large irrigation farms varies
with season of the year where summer sees the maximum
water demand. Just like compressor modulation for air condi-
tioning system, the number of energized pumps in an irrigation
system can be modulated such that only the minimum amount
of pumps required to meet a specified load demand are used
(Fig. 5). Other implementations are possible, for example, with
the all the pumps operated at the same reduced speed below
rated value, or in another instance, the speeds for the pumps
can be different with one typical situation being with three
pumps operating at rated speed for full power and one at
reduced speed. It is recommended to alternate the sequence of
pump operations so that one pump is not operated more than
the others and maintenance date is the same for all pumps.
IV. SIMULATION RESULTS
To validate the effectiveness of the proposed system and
controls, the system described in Fig. 1 was modeled in
PSCAD and comprehensive analyses for three cases were
made. The simulations include the demonstration of capacity
modulation and operation and response of the system under
sudden shading of the solar PV. The last simulated case is
on control of the battery considering its state of charge, very
important for extending the lifetime of the battery.
Case I: To demonstrate the proposed capacity modulation
technique, the pumping system was operated at different loads.
The system is initially operating at 15% load requirement
corresponding to the speed of 0.6pu. The load demand is
increased to 25%, 50%, 75% and 100% of the rated condition
(a) (b)
(c) (d)
(e) (f)
Fig. 6. Case study I: multiple pumps are used to achieve incremental capacity
modulation up to maximum available power for 700W/m2. (a) Speed of the
pump motors,(b) torque of the pump motors,(c) motor reference and actual d
and q axes currents (d) MPPT reference and array voltage, (e) battery current,
and (f) battery SOC.
at 10s intervals. With every step increase after 25%, additional
pumps are energized to meet the specified load requirements
till all pumps are operational at 100% load requirement (Fig.
6a and b).
The PMSMs operating the pumps are vector controlled
and operating with the d-axis current at zero (Fig. 6c). At
all operating conditions, the solar PV system operates at its
maximum power point (Fig. 6d). At 30s of time, the battery,
which was initially charging to maintain the PV system power
at its MPP as well as the power balance, changes its mode to
discharging in order to supply the power required by the pumps
while regulating the dc bus voltage at 1kV (Fig. 6e and f).
Case II: With the pumps being operated at 75% load
requirements throughout this entire case, the PV system with
an initial solar irradiance of 1000W/m2 was suddenly shaded
such that it reduced to 500W/m2 (Fig 7a). The PV system
controller outputs a voltage corresponding to the new MPP
and the buck converter adjusts its duty cycle so that the array
terminal voltage corresponds to the new reference voltage (Fig
7b).
The BESS supplies the power deficit and switches from
charging to discharging mode until the PV system returns to
its initial irradiance level then the BESS charges from the dc
bus so that it does not increase above its reference due to
(a) (b)
(c) (d)
Fig. 7. Case study II: The PV array is suddenly shaded, and this incident
lasts for 20s, from 15s-35s. Battery switches from charging to discharge mode
during this period, and supplies power. It returns to the charging mode when
the power from the PV becomes available once again. (a) PV output power,
(b) MPPT reference and array voltage, (c) battery SOC, and (d) battery output
current.
excess power from the PV array (Fig 7c and d).
Case III: The PV array, initially operating at 1000W/m2
is suddenly shaded to 500W/m2 at 15s of time. As per the
control algorithm, the BESS is used to supply the power
deficit. However, to ensure longer battery lifetime, when SOC
is below the minimum, taken in this study as 20 %, the battery
is prevented from discharging.
At about 25s of time, the BESS SOC reaches its minimum
(Fig. 8 a) and the controller of the grid side inverter senses this
change, from fluctuations in the dc bus voltage (Fig. 8 b) and
supplies the amount of power needed to maintain the pumps
at the required speeds (Fig. 8 c). At this time, the battery is
idle (Fig. 8 d).
V. CONCLUSION
The paper presents a solution for increasing the capacity of
an irrigation farm through the combined use of PV generation,
battery storage, and capacity modulation using variable speed
permanent magnet synchronous motor drives for the newly
added pumps. The new approach presents multiple advantages,
as it reduces the energy demand on a rural power grid, enables
the integration of clean renewable energy, with much of the
installation operating on a PV supply during the day, and
enhances the stability and reliability of the power system. In
this respect, specific algorithms for the battery management
system and the grid side inverter have been developed in order
to allow the independent control of active and reactive power.
Substantial energy savings are achieved through capacity
modulation of the pumps. Combinations of line-fed and power
electronic inverter-fed pumps are employed with some of the
later operating at reduced speed and resulting, according to the
pump affinity law, to reduced energy consumption for the same
(a) (b)
(c) (d)
Fig. 8. Case study III: PV array is suddenly shaded for 20s simulation time.
The battery supplies the remaining power to the pumps till it reaches the
minimum state of charge, upon the occurrence of which, the grid supplies
this power instead. (a) Battery SOC, (b) dc bus reference and actual voltage,
(c) grid output power, and (d) battery output current.
amount of circulated liquid. In the recommended approach
described in the paper, each of the variable speed pumps
employs its own inverter allowing for capacity modulation
in small increments of power and taking into account the
specifics of the installation field layout. The detailed technical
advantages of the system, in terms of modulation, integrated
PV and battery optimal operation, and mitigation of tran-
sient effects during solar shading, were illustrated through
PSCADTM /EMTDCTM simulations on three case studies.
System design variations and quantification of potential addi-
tional benefits, such as sizing and using the battery for micro-
grid islanded operation, weak grid support and frequency
regulation, are the object of on-going research.
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